
DEMAZET VIGNOBLES, AOP Ventoux, Fleur de
Garrigue, AOC Ventoux, Rosé, 2025
AOC Ventoux, Vallée du Rhône, France

TERROIR
Clay limestone

WINEMAKING
The grapes are harvested at optimal aromatic ripeness, early in the morning. Direct
pressing. Fermentation temperature is carefully controlled in temperature-regulated tanks
to preserve the aromas.

VARIETALS
Cinsault, Grenache noir

13 % VOL.

SERVING
To be served at 11/12°C

TASTING
Lovely pale pink colour. Intense nose, revealing fruity and sweet candy aromas. The palate
is fresh and generous, combining crisp fruit flavours, finesse, and a slightly tangy finish
that brings plenty of vibrancy. A harmonious, bright and highly enjoyable rosé.

FOOD PAIRINGS
Perfect as an aperitif, it pairs also wonderfully with summer salads, exotic and
Mediterranean cuisine, charcuterie, grilled meats and fish. Its bright fruit, delicate
freshness and easy-drinking style make it an effortlessly enjoyable wine for relaxed
moments.

 Type of bottle Volume (ml) item code Bottle barcode Case barcode

bourgogne écova évolution mi blanche 750 3 760 300 620 564 3 760 300 621 561

Palette
Europe

Units per
case

Units per
pallet

Layers
per pallet

Cases per
layers

Btl weight
(kg)

Case
weight (kg)

Pallet
weight (kg)

Btl height
(cm)

Btl diameter
(cm)

Case dimensions
(H*W*D cm)

Pallet dimensions
(H*W*D cm)

EPAL 6 630 5 21 1,17 7,2 778 29,6 8,03 30 x 25 x 16,8 EUR 170x120x80

Palette
universelle

Units per
case

Units per
pallet

Layers
per pallet

Cases per
layers

Btl weight
(kg)

Case
weight (kg)

Pallet
weight (kg)

Btl height
(cm)

Btl diameter
(cm)

Case dimensions
(H*W*D cm)

Pallet dimensions
(H*W*D cm)

VMF 6 672 4 28 1,17 7,2 828 29,6 8,03 30 x 25 x 16,8 140x120x100
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ABUSE OF ALCOHOL IS DANGEROUS FOR YOUR HEALTH. DRINK RESPONSIBLY.
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